
METAL PROCESSING 

INDUSTRY 



HYDRAULIC PARTS 



HYDRAULIC PARTS 



HYDRAULIC PARTS 



GENERAL MACHINE BUILDING PARTS 



GENERAL MACHINE BUILDING PARTS 



GENERAL MACHINE BUILDING PARTS 



GENERAL MACHINE BUILDING PARTS 



GENERAL MACHINE BUILDING PARTS 



GENERAL MACHINE BUILDING PARTS 



GENERAL MACHINE BUILDING PARTS 



GENERAL MACHINE BUILDING PARTS 

SIDE CLADLE  

Casting method:  

Sand casting with core    
Material: EN GJS 500-7 
Single weight: 26,80 kg 



GENERAL MACHINE BUILDING PARTS 

CLADLE  

Casting method:  

Sand casting with core    
Material: EN GJS 500-7 
Single weight: 25,70 kg 



GENERAL MACHINE BUILDING PARTS 

CYL HEAD  

Casting method:  

Sand casting with core    
Material: EN GJS 500-7 
Single weight: 8,40 kg 

SCHNECKENGEGAEUSE  

Casting method:  

Sand casting with core    
Material: EN GJS 400-15 
Single weight: 16,50 kg 



GENERAL MACHINE BUILDING PARTS 

PISTON 150  

Casting method:  

Sand casting with core    
Material: EN GJS 600-3 
Single weight: 11,20 kg 


