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BASE PLATES

BASE PLATES

Casting method:

Sand casting with core
Material: EN GJS 400-15
Single weight: 7,00 - 9,00 kg

mtglbg.com
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PLATES

Base platdJrp 206

Casting method:

Sand casting with core
Material: EN GJS 650
Single weight: 9,30 kg

Base platdRpldh 29

Casting method:

Sand casting with core
Material: EN GJS 6€0
Single weight: 19,50 kg
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PLATES

Rippenplate Srp18

Casting method:

Sand casting with core
Material: EN GJS 44@ LT
Single weight: 22,40 kg

Rippenplate Srp15

Casting method:

Sand casting with core
Material: EN GJS 44@ LT
Single weight: 20,30 kg

mtglbg.com
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PLATES

Gleitplate Ugp1,5

Casting method:

Sand casting with core
Material: EN GJS 44@ LT
Single weight: 19,25 kg
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PLATES

Rippenplate Urg13

Casting method:

Sand casting with core
Material: EN GJS 44@ LT
Single weight: 21,40 kg

Rippenplate SUrg6

Casting method:

Sand casting with core
Material: EN GJS 44@ LT
Single weight: 20,80 kg

mtglbg.com
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PLATES

Grundplate RV50EH-B

Casting method:

Sand casting with core
Material: EN GJS 44@ LT
Single weight: 24,30 kg

Grundplate SC 50

Casting method:

Sand casting with core
Material: EN GJS 44@ LT
Single weight: 21,10 kg
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MC SUPPORT

Casting method:

Sand casting with core
Material: EN GJS 500
Single weight: 21,40 kg

BRACKET

Casting method:

Sand casting with core
Material: EN GJS 44%
Single weight: 4,50 kg

HOLDER

Casting method:

Sand casting with core
Material: EN GJS 500
Single weight: 4,45 kg
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BLOCK HOLDERS

BLOCK HOLDERS

Casting method:

Sand casting with core
Material: EN GJS 500-7
Single weight: 5,00 - 9,00 kg
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BLOCK HOLDERS
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- PAD HOLDER
Casting method:
BODY Sand casting

Material: EN GJS 500-7
Single weight: 5,40 kg

Casting method:

Sand casting with core
Material: EN GJS 500-7
Single weight: 21,00 kg

SSSEL R '_‘A'If_:\o_u'il),

LEVER

Casting method:

Sand casting

Material: EN GJS 500-7
Single weight: 2,75 kg
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BODY

Casting method:

Sand casting with core
Material: EN GJS 500-7
Single weight: 7,90 kg

mtglbg.com



